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As a service for our customers, WEICON provides 
the Marine Emergency Repair Kits with all necessary 
dangerous goods declarations.

For emergency repairs and maintenance works on board of 
ships, we developed three different Repair Kits. WEICON 
Marine Emergency Repair Kits are equipped with many 
different products that support you in various cases. The 
Kits cover most cases of offshore emergency repairs and 
maintenance works during long ways. The Repair Kits differ in 
the range of included products. Repair Kit 1 covers the most 
common emergency and maintenance cases. Kit 3 covers 
many different applications on board. The Repair Kits are 
suitable for all ships, where repairs and maintenance have to 
be done frequently.

 Marine Emergency Repair Kits 

+ incl. transport documents
(IATA, IMO, ADR)

 1  2  3 

Kit 2

WEICON IMPA Quantity

WEICON A ► 0,5 kg 10000005 81 29 01 2 •

WEICON HB 300 ► 1,0 kg 10450010 81 29 51 1

WEICON SF ► 0,5 kg 10250005 81 29 31 2 •

WEICON UW ► 0,5 kg 10440005 81 29 35 2

Repair Stick Aqua ► 115 g 10531115 81 29 24 3

Repair Stick Steel ► 115 g 10533115 81 29 26 3 •

Pipe Repair Kit 5/15 ► --- 10710001 --- 2

AN 302-43 ► 50 ml 30243150 81 29 13 1 • •

AN 302-60 ► 50 ml 30260150 81 52 05 1

VA 8312 ► 30 g 12200030 81 52 42 1 •

VM 120 ► 30 g 12350030 --- 1

GMK 2410 ► 700 g 16100700 81 52 38 1

Black-Seal ► 200 ml 13051200 81 52 85 1

Cleaner Spray S ► 500 ml 11202500 45 08 01 2

W 44 T ► 400 ml 11251400 45 08 21 1

Rust Shock ► 400 ml 11151400 45 08 22 1

Starter-Spray ► 400 ml 11660400 --- 1

Contact Spray ► 400 ml 11152400 45 08 43 1

Processing Kit ► --- 10851010 81 29 88 1

Nach
geprüft durch:
IVK-Empfehlung

www.klebstoffe.com

Hygiene-Institut
des Ruhrgebiets

► WEICON
 10851002 

► IMPA
 81 29 08 
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Emergency
Repair Kits

Glass Fibre Cloth Tape, Processing Spatula,
Processing Can, Gloves, Wire Mesh, Butyl tape,
Brush, Cutter

 Processing Kit 
► WEICON
 10851010 

Kit 1

WEICON IMPA Quantity

WEICON A ► 0,5 kg 10000005 81 29 01 2 •

WEICON SF ► 0,5 kg 10250005 81 29 31 2 •

WEICON UW ► 0,5 kg 10440005 81 29 35 2

Repair Stick Aqua ► 115 g 10531115 81 29 24 2

Repair Stick Steel ► 115 g 10533115 81 29 26 2 •

Pipe Repair Kit 5/15 ► --- 10710001 --- 1

Processing Kit ► --- 10851010 81 29 88 1

► WEICON
 10851001 

► IMPA
 81 29 07 

Kit 3

WEICON IMPA Quantity

WEICON A ► 0,5 kg 10000005 81 29 01 2 •

WEICON BR ► 0,5 kg 10420005 81 29 10 1

WEICON HB 300 ► 1,0 kg 10450010 81 29 51 1

WEICON Ceramic BL ► 0,5 kg 10400005 81 29 39 1

WEICON SF ► 0,5 kg 10250005 81 29 31 2 •

WEICON UW ► 0,5 kg 10440005 81 29 35 2

WEICON WR ► 0,5 kg 10300005 81 29 47 1

Repair Stick Aqua ► 115 g 10531115 81 29 24 4

Repair Stick Steel ► 115 g 10533115 81 29 26 4 •

Pipe Repair Kit 5/15 ► --- 10710001 --- 3

Urethane 80 ► 0,5 kg 10518005 81 29 63 1

AN 302-43 ► 50 ml 30243150 81 29 13 1 • •

AN 302-60 ► 50 ml 30260150 81 52 05 1

AN 305-77 ► 50 ml 30577150 81 52 14 1 • • • • • •*

AN 306-38 ► 50 ml 30638150 81 52 23 1 •

Thread Sealing Cord DF 175 ► --- 30010175 --- 1 • • • • • •

Plast-o-Seal ► 90 g 30010175 81 52 31 1

VA 8312 ► 30 g 12200030 81 52 42 1 •

VM 120 ► 30 g 12350030 --- 1

GMK 2410 ► 700 g 16100700 81 52 38 1

Black-Seal ► 200 ml 13051200 81 52 85 1

Cleaner Spray S ► 500 ml 11202500 45 08 01 2

Sealant and Adhesive Remover ► 400 ml 11202400 45 08 02 1

W 44 T® ► 400 ml 11251400 45 08 21 1

Rust-Shock ► 400 ml 11151400 45 08 22 1

Mould Release Agent ► 400 ml 11450400 --- 1

Starter-Spray ► 400 ml 11660400 --- 1

Contact Spray ► 400 ml 11152400 45 08 43 1

AS 500 ► 500 g 26000050 45 08 46 1

Processing Kit ► --- 10851010 81 29 88 1

Nach
geprüft durch:
IVK-Empfehlung

www.klebstoffe.com

Hygiene-Institut
des Ruhrgebiets

► WEICON
 10851003 

► IMPA
 81 29 09 

TZW UL-
tested

*BAM tested and safety-related evaluated- according to leaflet M 031-1
“List of nonmetallic materials compatible with oxygen”
(DGUV information 213-078) of BG RCI

► IMPA
 81 29 88 
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WEICON A Pasty, steel-filled, certified by DNV GL
WEICON SF Pasty, steel-filled, fast-curing, certified by DNV GL
WEICON BR Pasty, bronze-filled
WEICON WR Liquid, steel-filled, wear-resistant
WEICON HB 300 Pasty, steel-filled, high-temperature-resistant 
 up to +200°C (+392°F) (briefly up to +280°C/+536°F)
WEICON UW Pasty, mineral-filled, hardens under water as well as on damp and wet surfaces
WEICON Ceramic BL Liquid, mineral-filled, extremely wear resistant, high-temperature-resistant 
 from -35°C to +180°C (-31°F to +356°F)

VA 8312 Cyanoacrylate Adhesive for rubber and plastics 
 low viscosity, very fast-curing, ISEGA and LFGB-certified
VM 120 Cyanoacrylate Adhesive for metals, 
 medium viscosity, slower curing, a short-term realignment of parts is possible

GMK 2410 GMK 2410 is an adhesive based on poly chloroprene (CR) for the high-strength,  
 full-surface and flexible bonding of rubber to rubber and rubber to metal.
Anti-Seize 
assembly pastes Anti-Seize protects against corrosion, seizure and wear, stick-slip phenomena,  
 oxidation,fretting corrosion and electrolytic reactions („cold welding“).

Black-Seal-Silicone WEICON Black-Seal adhesive and sealant is high-temperature-resistant  
 (+280°C/+536°F), free of solvents, strong, oil-resistant, grease-resistant, 
 pressure-resistant, resistant to ageing and extremely elastic.

Urethane 80  Flexible Casting and Coating Resin with high impact strength and abrasion resistance

WEICONLOCK®

AN 302-43 Threadlocking, drinking water and DVGW approval
 higher viscosity, medium strength, disassembly with normal tools
AN 302-60 Threadlocking for passive materials 
 medium viscosity, high strength, hard to disassemble
AN 305-77 Thread sealing, drinking water and DVGW approval, BAM1

 high viscosity, medium strength, disassembly with normal tools
AN 306-38 Retaining cylindrical assemblies for bearings, gear wheels and bolts,
 fast-curing, drinking water approval
 medium viscosity, high strength, hard to disassemble

Thread Sealing 
Cord DF 175 For metal and plastic threads

Plast-o-Seal® Permanently plastic universal sealant, solvent free with no unpleasant 
 odour enables ,immediate assembly

Repair Stick Aqua For underwater applications, ceramic-filled, NSF approval
Repair Stick Steel Fast cure, steel-filled, NSF approval

Technical Sprays
Mould Release Agent Silicone-free sliding and release agent
Starter Spray For all combustion engines
W 44 T® Multi-Spray Multifunctional oil with multiple effects
Rust Shock The „chemical wrench“
Cleaner Spray S Degreases and cleans all metals, glass, ceramics and most plastics
Gasket Remover Removes residues of hardened sealants and adhesives
Contact Spray Dispels moisture, prevents leakage current

WEICON Marine Emergency Repair Kit 

www.weicon.com
Art.-Nr. 10901521
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Certified to 
NSF/ANSI 61

WEICON GmbH & Co. KG
(Headquarters)

Königsberger Str. 255 · DE-48157 Münster
P.O. Box 84 60 · DE-48045 Münster

Germany
phone +49 (0) 251 9322 0

info@weicon.de

WEICON Middle East L.L.C.
Jebel Ali Ind Area 1

P.O. Box 118 216 · Dubai
United Arab Emirates

phone +971 4 880 25 05
info@weicon.ae

WEICON Inc.
20 Steckle Place · Unit 20

Kitchener · Ontario N2E 2C3 · Canada
phone +1 877 620 8889

info@weicon.ca

WEICON Kimya Sanayi Tic. Ltd. Şti.
Orhan Gazi Mahallesi 16. Yol Sokak No: 6

34517 Hadımköy-Esenyurt · Istanbul
Turkey

phone +90 (0) 212 465 33 65
info@weicon.com.tr

WEICON Romania SRL
Str. Podului Nr. 1

547176 Budiu Mic (Targu Mures) · Romania
phone +40 (0) 3 65 730 763

office@weicon.com

WEICON SA (Pty) Ltd
Unit No. D1 · Enterprise Village

Capricorn Drive · Capricorn Park
Muizenberg 7945 (Cape Town) · South Africa

phone +27 (0) 21 709 0088
info@weicon.co.za

WEICON South East Asia Pte Ltd
7 Soon Lee Street

#01-11 iSPACE · Singapore 627608
Phone (+65) 6710 7671

info@weicon.com.sg

WEICON Czech Republic s.r.o.
Teplická 305

CZ-417 61 Teplice-Bystřany
Česká republika

phone +42 (0) 417 533 013
info@weicon.cz

WEICON Ibérica S.L.
Av. de Somosierra 18, Nave 6
San Sebastián de los Reyes

28703 Madrid · Spain
phone +34 (0) 914 7997 34

info@weicon.es

WEICON Italia S.r.L.
Via Capitano del Popolo, 20

16154 Genova · Italy
phone +39 (0) 010 2924 871

info@weicon.it

www.weicon.com
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1BAM tested and safety-related evaluated- according to leaflet M 031-1 
“List of nonmetallic materials compatible with oxygen” (DGUV information 213-078) of BG RCI

Pipe Repair Kit
The set is designed for the emergency repair of defective and
damaged pipes and pipelines. It comprises one WEICON Repair
Stick Steel, a special repair tape made of fibreglass-reinforced
plastic, assembly instructions and a pair of protective gloves.
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